
IZYLUM
A time saving, versatile and  
high performance road and urban solution



Based on Schréder’s experience and proven track record with 
road and urban LED lighting, the IZYLUM luminaire benefits 
from numerous innovations to provide the ultimate experience 
to any stakeholder of the project: municipalities looking for 
a fast return on investment with an eco-friendly and easy to 
operate lighting solution, contractors wanting to save time and 
avoid mistakes at installation and citizens requesting safe and 
comfortable environments.

Pushing the 
boundaries 
further

Characteristics
IZYLUM 1 2 3 4 5

Recommended
installation height 4 to 15m+ / 13’ to 49’+ 

Luminaire output 
flux (up to) 7,600lm 14,000lm 22,500lm 30,000lm 35,300lm

Colour 
temperature

Neutral white 740 / warm white 727 / warm white 730 / warm white 830 
CRI 70 / CRI 80

Tightness level IP 66 / IP 67

Impact resistance IK 09
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IZYLUM introduces a new generation of photometrical engines 
developed by Schréder around the ideas of performance, 
compactness, versatility and platform philosophy. 

LensoFlex®4 is the fourth generation of the proven Schréder 
LensoFlex concept based on the association of high-power 
LEDs with various highly efficient lenses to meet the lighting 
requirements of road and urban applications while maximising 
energy savings.

Designed to keep the same footprint in the luminaire, the new 
MidFlexTM2 proposes an alternative platform for those looking 
for a mid-power LED solution to accelerate their return on 
investment.

For easy installation, maintenance and upgrade, IZYLUM features 
the patented IzyHub connection and connectivity module. This 
compact unit enables installers to save time and to prevent any 
mistakes in the cabling.

The IzyHub combines all the connections to distribute power 
and control commands to the gears and electrical accessories 
of the luminaire.

To meet all requests and remain future proof, various models 
of IzyHub are offered with or without a built-in certified 
surge protection device (SPD). IzyHub enables easy tool-free 
replacement of the component in the gear compartment, 
whether it is for maintenance or a luminaire upgrade. 

IZYLUM is available with the IzyFix universal fixation adapted 
to post-top and side-entry mounting on any type of spigot 
(Ø32mm, Ø42-48mm, Ø60mm and Ø76mm).

Thanks to a tilting range of 130°, IzyFix enables switching from 
one position to another at any time, without removing the 
luminaire from the pole.

This unique feature eases installation and offers complete 
versatility regarding pole and bracket configurations.

Innovations 
to meet your 
highest 
expectations

A new 
generation of 
photometrical 
engines

Tool-free and 
error-proof 
connection and 
connectivity

IzyFix: the 
most  
versatile 
mounting
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Time-saving and error-proof:
the installer’s dream luminaire

The luminaire can be opened 
without any tools thanks to the 
two stainless steel spring clamps.

After opening, the cable 
is passed through the 
grommet or cable gland while 
preserving the high ingress 
protection (IP 66 / IP 67).

A plastic collar or metal clamp 
is used to secure the main 
cable inside the luminaire.

With the levers pulled up, cables are easy to 
insert in the indicated correct position.
Then the levers can be pushed back down to 
secure the electrical connection. 

Closing of the luminaire is 
confi rmed by a clear, loud 
clicking sound.

Easy
opening/closing

Easy
cabling
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IzyFix enables settings for side-entry and 
post-top position over a range of 130 
degrees (5-degree steps).

Prevent light spill, preserve 
ULOR 0% and optimise the 
photometry thanks to the 
wide range of tilting options.

The IzyFix universal mounting part 
can be put vertically on the spigot 
in a post-top position to ease the 
manoeuvre (no cantilevered weight).

The luminaire is fi xed on the 
spigot by tightening two M10 
screws with a torque wrench.

Two M8 screws need to 
be loosened to set the 
tilting angle.

The angle indication on the IzyFix 
mounting part enables selection 
of the correct tilting position 
before fi nal tightening.

Easy
mounting

Easy
adjustments

-10°
-30°
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Many of the luminaires we supplied throughout different cities 
back in the 1970s, are still working. 

We are proud of this as it demonstrates that our technical 
concepts, aimed at keeping our products alive on site for as 
long as possible, have always led the way to a more sustainable 
world.

But now, we have gone a step further with a more circular 
approach. The concept of circularity focuses on reducing 
the environmental burden through the optimisation of every 
material fl ow.

In a circular economy, products are designed and built as part of 
a value stream where they will be used for as long as is feasible. 
Then, depending on their characteristics, they can be reused, 
refurbished, upgraded or recycled.

Our Circle Light label aims to assess our products in 12 criteria 
covering all aspects of effi ciency, ease of maintenance and 
disassembling and recycling capabilities.

The IZYLUM circular 
score is remarkable, 
not only due to its 
effi ciency but also 
because of the

circular
highlights

IZYLUM
the Circle Light

6
High-quality 
mechanical 
structure enabling 
IP 66 / IP 67 and 
IK 09 ratings

Toolless
opening of 

the gear 
compartement 

for easy 
maintenance

Long service life: 
designed to deliver 

25 years of effi ciency, 
sustainability and safety

Highly 
recyclable 
materials

Less than 5 steps 
to completely 
disassemble the 
luminaire

Utmost 
connectivity 
with standard 
high-voltage 
and low-voltage 
sockets
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Long service life: 
designed to deliver 

25 years of effi ciency, 
sustainability and safety
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Designed to be combined with the IZYLUM
luminaire, the KEMA range of brackets offers 
a modern and elegant design to upgrade your 
lighting furniture.

This family of brackets will adapt to your 
application by offering multiple variants (single or 
double).

It is made of die-cast aluminium and is available 
in all standard Schréder colours. Certifi ed for the 
loads defi ned in EN40, this range of brackets can 
be installed on poles for CE marking.

circular
highlights

KEMA
range of 
dedicated 
brackets

7



www.schreder.com 

Copyright © Schréder S.A. 2020 - Executive Publisher: Stéphane Halleux - Schréder International Services S.A. - rue de Mons 3 - B-4000 Liège (Belgium) - The information, 
descriptions and illustrations herein are of only an indicative nature. Due to advanced developments, we may be required to alter the characteristics of our products 
without notice. As these may present different characteristics according to the requirements of individual countries, we invite you to consult us.


